
BLANKE AQUA-SEAL EZA (V-NOTCHED NOZZLE)
BLANKE AQUA-SEAL EZA is an applicator head that attaches directly to the BLANKE AQUA-SEAL 

tube for ease of use when installing and seaming BLANKE AQUA-SHIELD waterproo�ng fabric.

BLANKE AQUA-SEAL
BLANKE AQUA-SEAL is a multi-purpose water proo�ng polymer adhesive that can be used to wa-

terproof and seal the overlapping seams of BLANKE AQUA-SHIELD. It can also be used to install 

the BLANKE ULTRA-DRAIN to substrates with a water proo�ng layer that does not accept thinset. 

The BLANKE AQUA-SEAL is free from solvent, isocyanates and silicone. Please contact Blanke to 

determine if BLANKE AQUA-SEAL will adhere to a waterproofed substrate.

BLANKE MAGNETIC TILE CATCH
BLANKE MAGNETIC TILE CATCHES are ideal for creating easy-to-remove panels for accessing 

plumbing and electrical equipment for bathrooms and hot tubs. The panels are made from the 

same tile as the surrounding installation making them nearly invisible.

BLANKE AQUA-SEAL EZA
V-NOTCHED NOZZLE

 Pack: 1 pc.

Part no. $/pc

589-900 17.79  

BLANKE AQUA-SEAL 

1 tube = 10.5 ounce Pack: 1 tube

Art. no. $/pc

535-900 41.32  

BLANKE MAGNETIC TILE CATCH  

 Pack: 4 pcs.

Art. no. $/pack

4639-110 9.05  
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